
MAX-610:ケーブル帳 



① MAX-610：ケーブル帳IDと領域 

ケーブル名 絶縁体 規格 ケーブル名 絶縁体 規格 ケーブル名 絶縁体 規格 ケーブル名 規格

1 Copper 19 AWG Aircore

2 Copper 22 AWG Aircore

3 Copper 24 AWG Jelly

4 Copper typical 24 AWG Aircore

5 Copper 26 AWG Aircore

6 Copper 0.32 mm Aircore

7 Copper 0.40 mm Aircore

8 Copper 0.50 mm Aircore

9 Copper 0.60 mm Aircore

10 Copper 0.65 mm Aircore

11 Copper 19 AWG Jelly

12 Copper 22 AWG Jelly

13 Copper 26 AWG Jelly

14 Copper 19 AWG Pulp

15 Copper 22 AWG Pulp

16 Copper 24 AWG Pulp

17 Copper 26 AWG Pulp

18 Copper 2 Pr Drop 2pr

19 Copper 5 Pr Drop 5pr

20 CT1033 Plast/aereo 0.6mm Aircore Copper 0.32mm Aircore ANSI予約

21 CT1033 Plast/aereo 0.9mm Aircore Copper 0.4mm Aircore ANSI予約

22 CT1285 Plast/aereo 0.6mm Aircore Copper 0.50mm Aircore ANSI予約

23 CT1031 Carta aria 0.4mm Pulp Copper 0.6mm Aircore ANSI予約

24 CT1031 Carta aria 0.6mm Pulp Copper 0.63mm Aircore ANSI予約

25 CT1031 Carta aria 0.7mm Pulp Copper 0.9mm Aircore ITU予約

26 CT1031 Carta aria 0.9mm Pulp Copper 1.0mm Aircore ITU予約

27 CT1240 Plastico secco 0.4mm Aircore Copper 1.27mm Aircore ITU予約

28 CT1240 Plastico secco 0.6mm Aircore Aluminum 0.5mm Aircore ITU予約

29 CT1240 Plast/tamp. 0.4mm Jelly Aluminum 0.6mm Aircore ITU予約

30 CT1240 Plast/tamp. 0.6mm Jelly Aluminum 0.7mm Aircore ANSI予約

31 CT948 Alluminio/Aer 0.7mm Aircore Aluminum 0.8mm Aircore ANSI予約

32 CT948 Alluminio/Aer 1.14 Aircore ANSI予約

33 CT1074 Autop/DROP 1.25mm 5pr ANSI予約

34 CT1221 Autop/DRIP 1mm 5pr ANSI予約

35 CT1341 Cavetto 0.6mm Aircore ANSI予約

36 ANSI予約

37 ANSI予約

38 ANSI予約

39 先着順

40

41

42

43

44

45

ITU

ITU

ANSI

ITU

ANSI

ID

ANSI

ITU

FactoryDefaultBook ItalianCableBook UKCableBook CableBookSettings

ANSI

 設定された規格(ITU/ANSI)によって表示されるケーブル名(ID)が異なる 
 ケーブル名(ID)を追加登録すると全てCableBookSettingsに格納される。 
 CableBookSettingsに作成されたケーブル名(ID)のみ削除可能 



② MAX-610：ケーブル帳設定メニューへのアクセス 

ケーブルテスト 

設定 

ケーブル帳 

ケーブル帳設定メニュー 

 電源ON後、以下の手順でケーブル帳設定メニュー画面を表示 



③ MAX-610：ケーブル帳のバックアップ作成手順 

ケーブル帳の保存 

 ケーブル帳の保存は、本体もしくはUSBに保存可能 
 USBに保存する場合は、操作前にUSBを接続しておくこと 

ファイルの保存 

ダブルタッチ 

ファイル名の設定 

格納場所 

保存 続行 

バックアップ
完了 

必要な場合のみ実施 

左右矢印ボタンで 
格納場所を設定 

 MT内部メモリ 

 USB*1 

*1：USB接続時のみ 

終了 



④ MAX-610：ケーブル帳のロードと確認手順 

ケーブル帳のロード 

格納場所 

左右矢印ボタンで 
格納場所を設定 

ロード
完了 

ロード 

 MT内部メモリ 

 USB*1 

ロードファイルを選択 

ロード 
*1：USB接続時のみ 

 ケーブル帳のロード 

 ロードの確認 

ケーブル選択 
左右矢印ボタンで 

CableBookSettings

を設定 

ロードされた情報を確認 

↓ 

任意で選択 
ダブルタッチ 

※ 各測定時のケーブル設定で選択可能 


